Technical Data Sheet

FB Distinction 360gsm

Digital & Fine Art Archival Printing Solutions for the Imagemaker

Description of Product:

A triple weighted, bright white fibre base paper allows this new acid free media to
take print quality to the next level. The triple weight feature imitates the traditional
look and feel of a true Baryta paper and provides an almost 3D quality to many
printed images. This 100% alpha cellulose premium high white gloss Baryta
paper guarantees the full archival stability standard.

Technical Information:

Weight — 360gsm

Thickness — 0.39mm

Whiteness — (CIE) 104

Coatings — Single-sided, acid free smooth white baryta paper

* 0% * X %

Primary Features — Brighter whiter base, smooth gloss finish, pH neutral,
water resistant, optical brighteners.

Media Availability:
Sheets A4 A3 A3+ A2
Rolls 17”x12m 24”x12m 44”x12m 60”x12m

Applications of Use:

Fine art reproductions, Photographic & portfolio applications, Graphic & display
presentation, Special invitation cards, Colour & monochrome reproductions,
Albums, Greeting cards, Limited editions.

Printer & Ink Compatibility:

Permaldet FB Distinction has been designed for use with Dye & Pigment inkjet
systems. The media has been designed, manufactured and tested for use with
Epson, HP, Canon and Lexmark printers.

Storage & Conditions of Use:

The storage and use of the product should be in a climate and a temperature of
15 to 30° C at a relative humidity of 30 to 60%. Always keep the product in its
original packaging or in archival quality folders. Where possible, always handle
the paper or printed surface by its edges.

All recommendations and product indications are for guidance, and are subject to
our test criteria, these remain subject to change without prior notice. There is no
guarantee that the same results can be consistent.
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